
Perimeter Guarding
Modular Systems

A Safe factory is a Productive one.

GENERAL CATALOGUE

SAFETY STANDARDS
EN ISO 14120 - ISO 14122-3 - EN ISO 12100 
EN ISO 13857 - EN 349 - ISO 13854
EN ISO 10218-2 - EN ISO 14119

twenty years
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EN ISO 14120 General requirements for the design and 

5.2.4 - Viewing 

5.9 - Machine viewing 

ISO 14122-3

EN ISO 12100

EN ISO 13857

EN 349 - ISO 13854

EN ISO 10218-2

EN ISO 14119

2006/42/EC

EN Standards



We take care of
detail.

Modular steel barriers and accessories
customized solutions

your reference for safety

A Safe factory is a Productive one.
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Sr for regular 

“e

120 mm safety distances in 

EN ISO 13857, 4.2.4.1: 

e  4 

a

Hand

shoulder

Table 4

Table 2

 reduced to 200 mm.

Illustration
Slot Square Round

Safety distance Sr

sr

e

sr

e

sr

e

sr

e

EN ISO 13857, 4.2.2:

 1000 1200 1400 1600 1800 2000 2200 2400 2500 2700
Height of 

dangerous
area a

b

c

a
b
c

structure area

Reference 

a b

c

Safety distances the reaching of dangerous areas

2700
2600
2400
2200
2000
1800
1600
1400
1200
1000
800
600
400
200

0

 - - - - - - - - - -
 900 800 700 600 600 500 400 300 100 -
 1100 1000 900 800 700 600 400 300 100 -
 1300 1200 1000 900 800 600 400 300 - -
 1400 1300 1100 900 800 600 400 - - -
 1500 1400 1100 900 800 600 - - - -
 1500 1400 1100 900 800 500 - - - -
 1500 1400 1100 900 800 - - - - -
 1500 1400 1100 900 700 - - - - -
 1500 1400 1000 800 - - - - - -
 1500 1300 900 600 - - - - - -
 1400 1300 800 - - - - - - -
 1400 1200 400 - - - - - - -
 1200 900 - - - - - - - -
 1100 500 - - - - - - - -
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The dimension “e

see 4.2.4.3.

EN ISO 13857, 4.3: 

h0 m 3,060 
h1 m 1,420

2060

  1640

h0  3060

h1  1420

EP
1608 J

Speed
20,45 Km/h h

h

5010

100 Kg

Impact Test
EN ISO 14120

Series BASIC, STRONG and  

dynamic resistance tests from the inside outwards according 

Table 7

Illustration

Toe

Foot

Leg

Leg

e  5 

5 < e  15 

15 < e  35 

35 < e  60 

80 < e  95 

95 < e  180 

180 < e  240 

60 < e  80 

c

c

not admissible

Slot Square or round
Safety distance Sr

0

a

0

0

c

c

sr

e

sr e
e

sr

e

sr

Note: Slot openings with e>180mm and square or round openings with e>240mm will allow access for the whole 
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NEW!

Disegna

Disegna is the free design software dedicated to our clients and 
distributors

You can design starting from a blank page 
or importing your existing layout

in just 
3 steps!

disegna@satech.it
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customized protection 
solutions for all the industry sectors. 

Autocad® maximum optimization choosing the modular components used 
STEP and PDF-3D

Autocad® and Inventor®
design

CUSTOMER LAYOUT AUTOCAD DESIGN 3D VIEW



8  



9

High quality materials and total control of 

Manufacturing quality
and european standards

manufactured 
within Satech’s plant

maximum protection and 
durability

Satech Systems

contact us at:

info@satech.it
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Framed 

accessories

along the entire frame and at 

or 30 mm frame

Easy to handle

Ready to use

Resistant
20 or 30 mm frame? A 19

installation of the fence only 
120

Safety
EN ISO 13857

Anti-climbing
EN ISO 14120-5.18

machinery

Visibility
EN ISO 14120-5.9

FRAME
mm

20
FRAME

mm

30

200     300     700     800     1000     1200     1500 mm

2860

2480

2080

1900

1500 

mm
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BASIC 40x40 uprights and 20x20 panels  20x20 frames. It is 

Modular Machine Guards
Series BASIC POST

mm

40
FRAME

mm

20

1640 ~ 2620 mm

Painting: 

Colours:
RAL 9005 RAL 1021 RAL 7035 SPECIAL 

COLOURS

Posts
Section: 
Baseplates:

 

Panels
Frame: 
Mesh:

 
Bases:  

2480

2080

1900

1500

mm
2640

2240

2060

1660 

mm
2620

2220

2040

1640 

mm

140
mm
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The Patented 
Clamp 
reinstallation of the 

routine maintenance

EN ISO 14120 6.4.4.1 b.

BASIC system can also 

traditional/captive nuts 
and bolts

BASIC 
: EN ISO 14120; EN ISO 

12100;  EN ISO 13857; EN ISO 14119; EN ISO 10218-2

ISO 

 EN ISO 14120
BASIC 

dynamic resistance tests according 
-

dure contained 
i n  E N  I S O 
14120  Stan-

1600J

Practical

Versatile

CUTTING KIT

ASSEMBLED OR WELDED BASEPLATE

BASIC i

CLAMP SPACER

the current Regulation 

clearance EN ISO 
13857

NEW

Captive Retained fastenings

according to EN ISO 14120 and 2006/42/EC - Machinery 
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Modular Machine Guards
Series STRONG and HEAVY

STRONG  60x60 mm posts and 20x20 mm framed panels or 
30x30 mm  

1640 ~ 3020 mm

Painting: 

Colours:
RAL 9005 RAL 1021 RAL 7035 SPECIAL 

COLOURS

HEAVY
STRONG

POST
mm

60
FRAME

mm

20
FRAME

mm

30

Posts
Section: 
Baseplates: 

 

Panels
Frame: 
Mesh:

 

Bases:  

2860

2480

2080

1900

1500

mm mm

140
mm

3020

2620

2220

2040

1640

mm
3035

2640

2240

2060

1660
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Practical

CUTTING KIT

High resistance steel 

Version mm frame ensures 

8mm

±20mm

FRAME
mm

30

Versatile

The Patented 
Clamp 
reinstallation of the 

routine maintenance

EN ISO 14120 6.4.4.1 b.

STRONG system can 

traditional/captive nuts 
and bolts

Captive Retained fastenings

EN ISO 14120 and 2006/42/EC 

STRONG 
: EN ISO 14120; EN ISO 

12100;  EN ISO 13857; EN ISO 14119; EN ISO 10218-2

ISO 

 EN ISO 14120
STRONG 

-
-

cording to the 

contained in 
EN ISO 14120 
S t a n d a r d 

to 1600J
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GREEN FAST is the patented guarding system without posts  features self-supporting panels with 30x30 or 20x20 mm 
GREEN FAST 

easy and fast assembly

Versatile

GREEN FAST GREEN FAST DP

FRAME
mm

30
FRAME

mm

20
Modular Machine Guards
Series GREEN FAST 

RAL 9005 RAL 1021 RAL 7035 SPECIAL 
COLOURS

Fastenings

FORK
BASEPLATE

UPPER
COUPLING

CAPTIVE FASTENERS
ECi

1640 ~ 2620 mm

140
mm

2620

2220

2040

1640 

mm
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Panels

MATERIAL:

transparent sheet

FRAME
mm

30

Sheet Metal Sheet metal

MATERIAL:

metal sheet

ALSO AVAILABLE IN 
FRAMELESS VERSION 

FRAME
mm

20
FRAME

mm

30
MATERIAL:

metal sheet

ALSO AVAILABLE WITH 
VIEWING PORT FOR 

FRAME
mm

20
FRAME

mm

30

MATERIALS:

3 mm
drawn steel mesh

metal sheet

transparent sheet

FRAME
mm

20
FRAME

mm

30

only 100 mm.

Satech Modularity

200200

300

400

500

600

700

800

900

1000

1100

1200

1300

1400

1500

1000

1000 300

1200

1500

Panels Composition

200

300800

200 200

300

700

700 700

800

300 300

200 300

700

i

900 mm

700 mm 200 mm
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Frameless 

Easy to handle

Adaptable

Resistant
reinforcement folds

The slot dimensions of 28 x 
64 mm
of the fence 200 mm from the 

Safety
EN ISO 13857

machinery

Visibility
EN ISO 14120-5.9

WIRE Ø
mm

4

196    292     676     772      9
96     1188     1476     1988 mm

28   mm

64   mm

2490
mm

2080
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AdaptaGuard

Modular Machine Guards
Guard

2220 - 2630 mm

Painting: 

Colours:
RAL 9005 RAL 1021 RAL 7035 SPECIAL 

COLOURS

Panels

Mesh: 

Bases: 

Posts

Section: 
Baseplate: 
mm

 

2630

2220

mm
2650

2240

mm
2490

2080

mm

140
mm

POST
mm

50
WIRE Ø

mm

4
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high tensile strength

mounting

8mm4mm

Guard : EN ISO 14120; EN ISO 12100;
EN ISO 13857; EN ISO 14119; EN ISO 10218-2

ISO Compliance

Impact test EN ISO 14120

Guard 
contained in EN ISO 14120 1600J

High-strength nylon-

system

as an option

Captive Retained fastenings

to EN ISO 14120 and 2006/42/EC 

Practical
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OPENING:
from 700 to 3.000 mm

OPENING:
from 1.400 to 6.000 mm

A folding-hinged door designed to reduce the dimension of 

Door 
i

AVAILABILITY:
• SINGLE

AVAILABILITY:
• SINGLE

POST
mm

40
POST
mm

50
POST
mm

60
POST
mm

40
POST
mm

50
POST
mm

60
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With guides

OPENING:
from 700 to 3.000 mm

AVAILABILITY:

• 
• 

• ALTERNATE 
• 

• 
• 

AVAILABILITY:

• 
• 

• SINGLE 2.0
• 

• SINGLE 3.0
• 

OPENING:
from 700 to 6.000 mm

POST
mm

40
POST
mm

50
POST
mm

60
POST
mm

40
POST
mm

50
POST
mm

60
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OPENING:
15 

a rotation and a sliding 

The multistage doors are 

Special 

Satech doors can 

electromechanical or 

Doors

i
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INTERLOCKED

Lock: durability and reliability

Satech Lock entirely made of metal for greater 

self-centering system 
Its panic release padlockable hold-
open device

Simplicity and functionality

superior quality 
components

Maximum protection for operators and processes

prevents the start of the dangerous machinery functions until the door is closed 
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DEDICATED BRACKETS

COMPLEMENTARY 
FITTINGS

Accessories
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h 495 mmEN ISO 14122-3

EN ISO 14122-3

h 373 mm

h 10 mm

EN ISO 14122-3

BODYGUARD 
on the ground. Consisting of two horizontal tubes and a kick plate

BODYGUARD
EN ISO 14122-3.

Versatile Practical Modular

TUBES
mm

40
mm

2

1100 mm

Anchorage

FLOOR 

WITH BASEPLATE

FRONT 

WITH BOLTS

1000     1500 mm

1100
mm

BodyGuard

RAL 1021 SPECIAL 
COLOURS
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design and manufacture customized solutions special dimensions 
and shapes vertical and up-and-over 
doors

Customized
Production
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guarding system. 

ready to be installed
significant time savings for 

your installers.

Pre-assembly 

After sales

All the assistance you need for the 

a theoretical stage in our Training Centre and 
some practical assembly tests

 of the layouts.

assemble your perimeter guards worldwide. Our 
mounting experts are trained at Satech Technical Centre

EDUCATION PROGRAMME FOR INSTALLERS

ASSEMBLY AND INSTALLATION SERVICE
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Our vertical optimization of shipments and the containment of their cost
meticulously packed

traceable control system for shipments
cameras generate a photographic documentation of the pallets linking the images to the order codes
any time.

and shipping
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reliable relationships
product brochures, real-time updates on order 

status and shipping, administrative documents and advice on the products or on the maintenance  

customer.service@satech.it

Customer Care



PARTNER FOR SAFETY

attention to customer needs.
 

solutions for the safety and conformity 

 

 

need.
 

Satech Safety Technology SpA

info@satech.it | www.satech.it

R 
11

20
20


